
The Accu-Finish Series ONE is designed for accurate angles 

Dear Customer,
We appreciate your business. Your new Accu-Finish Series ONE 
is quality engineered and manufactured. Although it is designed 
for minimal maintenance, it does require some attention. Please 
consult the enclosed information for operation and maintenance 
instructions.

Glendo Corporation warrants this product for two (2) full years 
against defects in material and workmanship. Any such defect will 
be repaired or replaced by sending it freight prepaid to Glendo. 
After servicing under this warranty, Glendo will pay normal UPS 
surface freight back to the customer’s location. Shipping damage, 
normal wear and tear, and abuse not covered. Consumables not 
included. If damage occurs in transit, Àle a claim with the carrier.

To put this warranty into effect, Àll out the inclosed warranty card 
and return it within Àve (5) days of purchase. Please keep a copy 
for your records. All inquires about servicing your machine should 
be addressed to Glendo Corporation.

IMPORTANT: Accessories for this product are constantly being 
developed. The only way we can inform you of these new items 
is if you return your warranty card. Your name will remain a 
conÀdential part of our Company records.
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HINT: For very small, especially small inserts, the small gap 
between the table and cutting wheel may be unhandy. This is 
easily overcome by clamping a Áat piece of sheet metal onto 
the table so it barely clears the cutting wheel.
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